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Maximum lift capacity : 4 tons
Placing height : 17.2 m

Standard equipment
• 4 litre capacity Deutz turbo engine
• 4-wheel drive and steering
• Dual-element air fi lter
• Fuel fi lter with water separator
• Handling system oil fi lter
• Equipment system oil fi lter
• Safety valves on hydraulic jacks
• Hydrostatic transmission with variable 
 capacity pump and engine
• Load sensing equipment pump
• Flow sharing electrically controlled controls
• Proportional controls for mast / telescopic  
 arm / excavation and accessories movements
• Possible combination of mast / telescopic  
 arm / excavation and accessories movements
• Smooth approach movements thanks to  
 inching system

• Accessories hydraulic system reaches top 
 of arm
• Hydraulic axle locking, 
• Stabiliser and tilt locking when arm is raised
• Long stabilisers with ground contact sensors
• Cut-off of dangerous movements when 
 overloaded
• Anti-tilting cabin-mounted load controller  
 with 5 LEDs: cut-off and audible alert with 
 automatic reduction in rearward travel speed 
 limit to ensure safety
• Tilt corrector: ±10°
• ROPS/FOPS cabin with heating and 
 ventilation
• Metal cabin roof protector
• Left/right exterior rear-view mirrors
• Adjustable seat (height and armrests) fi tted 
 with safety belt

• Adjustable steering column
• Four-function control joystick
• Hydraulically-assisted steering
• Visual hydraulic pressure indicator
• Display indicating that front wheels are 
 aligned with rear wheels
• Arm angle indicator
• Electro-hydraulic gearbox with 2/2 
 forward-reverse selector and neutral position
• Travel mode confi guration button
• Opening rear window with wiper
• Two-part door, opening midway, with latch 
 in cabin
• Cabin door opens 180° 
• Tinted, anti-glare windows
• Horn
• Tachograph
• Pre-installed radio and loud-speaker wiring 

• Rotating light
• Mudguards
• Forks
• Manual apron attachment with 2 pegs
• Front and rear hooks
• Front and rear travelling lights
• 18 – 22.5 TM R4 6PR profi le tyres

Optional equipmentOptional equipmentOptional equipment
• Cold environment kit
• Catalytic converter
• Biodegradable oil
• Cold environment oil
• Hot environment oil

• Air conditioning 
• Working lights
• High comfort seat
• Vehicle radio
• Front left-hand exterior rear-view mirror

• Metal windscreen protector (FOPS)
• Floating levelling movement 
 thanks to Rail Control system
• Rapid hydraulic connections with 
 cabin-controlled locking

• 4-in-1 bucket: 1m3 or 0.75m3
• Bucket (no teeth): 1m3
• Bucket (with teeth): 0.75m3
• Side-mounted work tools apron
• Hooked bracket

Measurements

Maximum lift capacity : 4 tons
Placing height : 17.2 m

Technical dataTechnical dataTechnical data
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Length
Overall width
Overall height
Wheelbase
Ground clearance
Track width
Cab width 

6,76 m - 22 ft 2 in
2,43 m - 8ft 0 in
2,67 m - 8 ft 9 in
2,9 m - 9 ft 6 in
50 cm - 20 in

1,93 m - 6 ft 4 in
0,96 m - 3 ft 2 in

T E L E H A N D L E R ST E L E H A N D L E R S

Overall width - stabilizers down
Overall height - stabilizers down
Height to high boom pivot
Departure angle
Upper rotation of forks
Lower rotation of forks

3,34 m - 11ft 0 in
2,7 m - 8 ft 10 in
1,75 m - 5 ft 9 in

29 °
18 °
104 °
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MFor further options, consult the manufacturer.

The machine conforms to the following:
• EC directives
• TUV
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